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Garden WPC Co-Extrusion 
Laying Instructions 

!  !  

FOREWORD 
Labor Legno now presents new products made of powdered 
wood and bamboo offcuts and recycled plastic, thereby 
continuing to make its contribution to reducing environmental 
pollution and saving our existing forestry resources. 
The production process starts with hot, high pressure extrusion 
of Wood Plastic Composite (WPC) that comprises a mix of 
natural wood and bamboo fibres, plastic and antioxidant 
additives. Because this product contains natural fibres, WPC by 
Labor Legno is not only resistant to UV rays and weather 
conditions, it is also easily worked and highly resistant to 
humidity and wood-eating insects; it neither rots nor cracks and 
it does not fade, which makes it very popular as an alternative to 
wood or plastic outdoor decking and cladding. 
!  

PRESERVATION 
Labor Legno WPC boards are much more resistant and stable 
than other materials used for outdoor cladding and decking (low 
water absorption rate of 0.2% and low shrinking/swelling rate of 
0.5%). However, on delivery the product must be checked and 
then stored flat in a covered place until the laying surface is 
ready. 
Packs and boards must not be stored in such a way as to allow 
them to flex. 
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SUBFLOOR SPECIFICATIONS 
The laying surface for Labor Legno Garden WPC Co-Extrusion 
flooring must be of suitable dimensions and slightly sloping 
(5mm per metre) to facilitate drainage, and be provided with 
flashing. It must be level, dry and clean before laying the boards 
(the floor layer must check the subfloor before starting work, and 
document the results). WPC boards are not suitable for 
application to columns, pillars, joists or other load-bearing 
structures, as mentioned in the instructions. Pay special 
attention to grass, sand or gravel foundations and load-bearing 
structures.  In the first three cases the floor layer must prepare a 
suitable raised structure that will facilitate aeration and avoid 
direct contact with the foundation, which in any case must be 
compact and resistant (we recommend the use of geotextiles).  
When applying to a load-bearing structure, prepare a framework 
calculated to support the loads given in the project. 
!  

LAYING TOOLS 
The product must be laid in absolute safety and operators must 
wear suitable personal protection equipment.  It is essential to 
use an electric drill and screwdriver for fixing clips and/or drilling 
the laying surface and the WPC boards.  Using hammers or 
other heavy tools could break the boards.  Ordinary wood-
working tools can be used to cut the boards and joists (in 
aluminium and/or WPC) to size. As Labor Legno Garden WPC 
Co-Extrusion boards have a fixing profile on every side, the floor 
layer will choose the most suitable type of screws for the laying 
method to be used. 
!  

SUBFLOOR ELEMENTS 
The subfloor battens may be made of WPC or aluminium and 
must be fitted in compliance with the laying instructions, taking 
into consideration the distances to observe indicated by Labor 
Legno. Aluminium elements are advisable if adjustable jacks are 
to be used. The centre to centre distance between the battens 
should never exceed 40cm, a gap of 15mm should be 
maintained between the walls and subfloor battens and there 
must be a distance of 8mm between two adjoining battens.  The 
solidity of the structure can be increased by placing a batten of 
approximately 400mm into the intersection of two battens and 
fixing it to the WPC boards.  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LAYING WPC FLOORING 
WPC boards must be handled with care by at least two people, 
to avoid accidentally dropping and breaking them.  Avoid hard 
knocks during transport, storage and laying. Labor Legno WPC 
elements can be fitted on either side, as one side is brushed to 
create a wood effect and the other is treated to be non-slip.  
The strain on Garden WPC Co-Extrusion decking must be pre-
assessed by designers (in public places and/or where there is 
heavy foot traffic, the batten centre to centre line must be 
defined beforehand, according to the maximum loads 
foreseen). Labor Legno Garden WPC Co-Extrusion must be laid 
by experts, i.e. skilled floor layers, using Labor Legno clips 
(recommended) and/or suitable steel screws. Garden WPC Co-
Extrusion elements by Labor Legno can also be used to create 
curved paths by cutting each piece to the required angle and 
laying to the user’s needs. 
!  

LAYING 
Check the subfloor and make a note of the preliminary checks 
made.  Lay the joists evenly on the concrete base, leaving a gap 
of 30cm between the joists and of 5mm between the ends of the 
boards to allow for expansion.  Establish the starting point, lay 
the first WPC board appropriately, and proceed to cover the floor 
area. 

When using clips, once the first board has been laid by fixing the 
special starting clips (photo 1) to the joists, insert the clips into 
the side grooves on the long side of the boards (see photos 2, 3 
and 4) arranging them on the batten contact points (WPC and/or 
aluminium) and securing them to the subfloor with screws.  Fit 
the next board into the free tongue on the previous clip and insert 
the other clips into the other side of the boards and so on until 

the surface is completely covered.  Fit the last boards by screwing 
them directly onto the battens.   
  
WARNING 
On each board fit a clip at every joist contact point. Fit two 
battens (aluminium and/or WPC) at the point where two WPC 
boards meet so that each end of the board is supported by a 
joist. Each clip must secure two boards only, one on each side.  
Do not distance the battens more than 30cm from each other.  
Keep a gap of 2/3mm between the ends of the Garden WPC Co-
Extrusion boards. 
!  

MAINTENANCE AND CLEANING 
Take good care of your floor using a damp cloth and mild 
detergents. Avoid direct and/or prolonged contact with oil, 
grease, wine, fruit, rusty objects, chalk, ink, glue, tannin, mould, 
etc. as these could stain, cause watermarks and/or alter the 
colour of the floor.  Do not use chalk, abrasive or corrosive 
products and/or acids to clean. You may use water jet cleaners, 
so long as the jet is not too close to the surface and is employed 
to remove leaves and accumulations of dust. If in doubt about 
the product to use for cleaning and/or stain removing, first test 
the product on a small section of the floor to check the effect. 
Due to natural oxidisation over time and the variables of the 
production process, we recommend purchasing the number of 
WPC boards required all at the same time, plus an extra 
reserve; different batches may not be exactly the same colour. 

 
LAYING WITH CLIPS 
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photo 04 Board composition 
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